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Tel:+852-27931920 Fax:+852-27931949 


E-mail:hobat@perfo-battery.com 


Material Safety Data Sheet 
May be used to comply with 
OSHA’S Hazard Communication Standard, 
29CFR 1910,1200, Standard must be 
consulted for soecific reauirements. 

U.S. Department of Labor 
Occupational Safety and Health Administration 
(Non Mandatory Form) 

Form Approved 
0MB No.1218-0072 

IDENTITY(As used on Label and List) 

Lithium Manganese Dioxide Button Cell CR2032 

Note: Blank spaces are not permitted. If any item is not applicable 
or no information is available, the space must be marked to 
Indicate that. 

Section I 

Manufacturer’s Name 

Emergency Telephone Number 

Hobat Resources iHK') Co.. Ltdo 

0794-63-8051 

Address(Number, Street, City, State, and ZIP Code) 

RmSll 

Telephone Number for Infonnation 
0794-63-8054 

Wan Tona Blad.,3002 East Sunaana Rd, Shenzhen, China 

Date Prepared 

Signature of Prepared toDtionali 

Section II- Hazardous Inaredients / Identity Information 

Hazardous Components ^Specific Chemical Identity; Common Navefs) 

Other Limits 

OSHAPEL ACSIHTLV Recommended %f optional) 


Manganese Dioxide (MnO? ) 27 wt% 


Lithium Metal 

2 wt% 

Organic Electrolyte 

8 wt% 

tBatterv weight of CR2032 3.1g) 


Section Ill-Physical/ Chemical Characteristics 


Boiling Point 

N/A 

Specific Gravitv(H10=l) 

N/A 

Vapor Pressuretmm Hg) 

N/A 

Melting Point 

N/A 

Vapor Density) AIR= 1 ) 

N/A 

Evaporation Rate 




CButvI Acetate= 1 ) 

N/A 

Solubility in Water 




N/A 




Appearance and Odor 




N/A 





Section IV-Fire and Explosion Hazard Data 

Flash Point( method Used) Flammable Limits LEL UEL 

N/A 

Extinguishing Media 

Extinguisher of alkaline metal Fire 

Special fire Fighting Procedures 

No water 


Unusual Fire Explosion Hazards 

Do not recharge, disassemble, heat above 100°C. incinerate or expose contents to water. 


(Reproduce locally) 

Section V - Reactivity Data 


Stability Unstable 


Conditions to Avoid 

Stable 

X 


Incompatibility (Materials to Avoid) 

N/A 


Hazardous Decomposition or Byproducts 

N/A 


Hazardous Mav Occur 


Conditions to Avoid 

Polymerization Will Not Occur 

X 



Section VI-Health Hazard Data 


Route(S) of Entry: 

Inhalation? 

Skin? 

Ingestion? 

N/A 

N/A 

N/A 

N/A 

Health Hazards (Acute and Chronic) 

N/A 




Cinagenicity: NTP? 


lARC Monographs? 

OSHA Regulated? 

N/A 

N/A 

N/A 

N/A 

Signs and symptoms of Exposure 

N/A 



Medical Conditions 




Generally Aggravated bv Exposure Skin 

N/A 




Emergency and First Aid Procedures 




If there is leakage of battery electrolyte due to abuse, and the electrolyte touches skin or splash in eves, please wash the skin or eve with water 

immediately. 



Section VII- Prccantion for Safe Handling and Use 

Steps to Be Taken in Case Material Is Released or Spilled 
N/A 


Disposal Method 


Bury in landfill in accordance with appropriate federal state and local regulations. 


Precautions to Be Taken in Handling and Storing 

Store in cool place but prevent condensation on cells or batteries. 


-Elevated temperature can result in a shortened battery life. 


Other Precautions 


Section Vlll-Control Measures 


Respiratory Protection (Specify Type) 
N/A 


Ventilation Local Exhaust 

N/A 

Mechanical (General) 

N/A 


Special 


Other 


N/A 


N/A 


Protective Gloves 


Eye Protection 


N/A 


N/A 


Other Protective Clothing or Equipment 
N/A 


York/Hygienic Practices 







